
6        BUILDING WIRES (TIS 11-2553 STANDARD)  BUILDING WIRES (TIS 11-2553 STANDARD)        7  

60227 IEC 01 THW 60227 IEC 02 THW  
450/750V 70°C PVC INSULATED, SINGLE CORE     
 

450/750V 70°C PVC INSULATED FLEXIBLE CONDUCTOR, SINGLE CORE  
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Construction     :   Construction     :   Building wiring for installation on insulator 

or in raceway, dry and wet location 

For making cross connection between terminal 

inside appliances, instruments or apparatus  

Conductor : Solid or Stranded annealed 

                  copper, size 1.5 - 400 mm²   

Conductor : Flexible annealed 

                  copper, size 1.5 - 240 mm²    

Insulation : Polyvinylchloride (PVC)  Insulation : Polyvinylchloride (PVC) 

C : Packing in coil.       

D : Packing in drum.       

Colour : Black, White, Red, Blue, Green, Yellow, Green/Yellow, or upon customer request  

C : Packing in coil.       

D : Packing in drum.       

Colour : Black, White, Red, Blue, Green, Yellow, Green/Yellow, or upon customer request  

Maximum conductor temperature 70°C  

Circuit voltage does not exceed 750 volts. 

Maximum conductor temperature 70°C

Circuit voltage does not exceed 750 volts.

TIS 11-2553 : Part 3, Table 1  TIS 11-2553 : Part 3, Table 3

ClassiÞ cation  : ClassiÞ cation  :

Standard         : Standard         :

DRAKA 60227 IEC 01 THW 450/750V 1 x (SIZE) mm² 70 °C          TIS 11-Part 3-2553 DRAKA 60227 IEC 02 THW 450/750 V 1 x (SIZE) mm² 70 °C          TIS 11-Part 3-2553


