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Pilot lights with integral LED
Shape 
of head

Supply
voltage
V

Color  
of  lens

Sold in
lots of

Reference Weight
kg/lb

a / c��24� White 10 XA2EVB1LC 0.017/0.037

Green 10 XA2EVB3LC 0.017/0.037

Red 10 XA2EVB4LC 0.017/0.037

Yellow 10 XA2EVB5LC 0.017/0.037

Blue 10 XA2EVB6LC 0.017/0.037

a��110 White 10 XA2EVF1LC 0.017/0.037

Green 10 XA2EVF3LC 0.017/0.037

Red 10 XA2EVF4LC 0.017/0.037

Yellow 10 XA2EVF5LC 0.017/0.037

Blue 10 XA2EVF6LC 0.017/0.037

 c��110 White 10 XA2EVFD1LC 0.017/0.037

Green 10 XA2EVFD3LC 0.017/0.037

Red 10 XA2EVFD4LC 0.017/0.037

Yellow 10 XA2EVFD5LC 0.017/0.037

Blue 10 XA2EVFD6LC 0.017/0.037

a��220-230 White 10 XA2EVM1LC 0.017/0.037

Green 10 XA2EVM3LC 0.017/0.037

Red 10 XA2EVM4LC 0.017/0.037

Yellow 10 XA2EVM5LC 0.017/0.037

Blue 10 XA2EVM6LC 0.017/0.037

 c��220 White 10 XA2EVMD1LC 0.017/0.037

Green 10 XA2EVMD3LC 0.017/0.037

Red 10 XA2EVMD4LC 0.017/0.037

Yellow 10 XA2EVMD5LC 0.017/0.037

Blue 10 XA2EVMD6LC 0.017/0.037

a 380-400 White 10 XA2EVQ1LC 0.017/0.037

Green 10 XA2EVQ3LC 0.017/0.037

Red 10 XA2EVQ4LC 0.017/0.037

Yellow 10 XA2EVQ5LC 0.017/0.037

Blue 10 XA2EVQ6LC 0.017/0.037

Note: Please refer to our website www.schneider-electric.com for information on dimensions

Control and signaling units Ø 22
Harmony Easy XA2, plastic 
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